In the specification: 



Page 1 , delete lines 3-6 and replace with the following: 
CROSS-REFERENCE TO A RELATED APPLICATION 

The invention described and claimed hereinbelow is also described 
in German Patent Application DE 103 46 207.4 filed on October 6, 2003. This 
German Patent Application, whose subject matter is incorporated here by 
reference, provides the basis for a claim of priority of invention under 35 U.S.C. 

119(a)-(d). 

BACKGROUND OF THE INVENTION 

The present invention relates to a suction device for a power tool. 

Page 1, line 2, delete in its entirety and replace with the following: 

SUMMARY OF THE INVENTION 
Delete the paragraph bridging pages 1 and 2 in its entirety and 
replace with the following: 

The dust container is considered to be integrated in the suction 
head in particular when a suction part of the suction head forms a single one- 
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piece unit with the dust container that is noticeably continuous in three 
dimensions and, particularly advantageously, is rigidly connected therewith. 
Embodiments of the present invention are feasible, however, in which the dust 
container is located in a front region of a suction duct that connects the suction 
part with the suction fan, and a section of the suction duct that is smaller than a 
total length of the suction duct is located between the suction part and the dust 
container. Particularly advantageously, a suction device according to the present 
invention is usable with drilling and/or chipping tools. It is also feasible for it to be 
used for milling, scraping or other power tools with which removed material is 
produced in a narrowly constricted area. 

Page 4, line 18, delete in its entirety. 
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Page 4, line 25, insert: 

BRIEF DESCRIPTION OF THE DFRAWINGS 



Page 6, line 9, delete in its entirety and replace with the following: 
DESCRIPTION OF THE PREFERRED EMBODIMENTS 
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